REPLACEMENT OF SIDEWALK BLOCKS THE

FULL WIDTH OF DRIVEWAY. REPLACEMENT
SHALL BE REQUIRED AS DIRECTED BY THE
CITY ENGINEER.

SEE CITY SIDEWALK SPECIFICATIONS FOR
DRIVEWAY \I

SIDEWALK

/

GRASS MEDIAN

CONCRETE OR
ASPHALT APRON

—VARIES

CONCRETE SIDEWALK (MAX 2.0%
SLOPE OR 1/4“ PER FOOT)

Ul<mso.<
4" MIN
LAYER OF CRUSHER RUN LIMESTONE
WHICH MEETS N.Y.S.D.O.T. SPEC. ITEM

# 304.0L MUST BE THOROUGHLY
COMPACTED.

CURBLINE \
1 CURB REVEAL
CURB WIPE DOWN 2 TYP.
VARIES
PLAN VIEW

NEW DRIVEWAY TO BE:

ASPHALT WITH 6” MIN. STONE BASE, 3"
mﬁ_um 3 BINDER, 1" TYPE 7 TOP.

6" THICK CONCRETE RAMP WITH ONE
LAYER OF 6 x 6" 6/6 GAUGE WIRE
MESH FABRIC SET 1-1/2° ABOVE THE
BOTTOM OF THE CONCRETE POUR AND
4" MIN. STONE BASE.

SAWCUT EXISTING CURB OR
COMPLETELY REMOVE EXISTING CURB
AND INSTALL NEW CURBING
ACCORDING TO CITY SPECIFICATIONS,
MUST MAINTAIN 1 CURB REVEAL.

1* REVEAL

Median
Exlsting Street

—~—

CROSS SECTION

DRIVEWAY ALONG STREET WITH CURB AND GRASS MEDIAN

DRIVEWAY ALONG STREET WITH CURB AND NO GRASS

DRIVEWAY SEE CITY SIDEWALK SPECIFICATIONS FOR
REPLACEMENT OF SIDEWALK BLOCKS THE

FULL WIDTH OF DRIVEWAY. REPLACEMENT
SHALL BE REQUIRED AS DIRECTED BY THE

CITY ENGINEER.

SIDEWALK RAMP, SLOPE NOT TO
EXCEED 8.33% <1 PER FOOT>

SIDEWALK

7=

CURBLINE \
1” CURB REVEAL
CURB WIPE DOWN, TYP.

VARIES:

PLAN VIEW

6 THICK CONCRETE RAMP WITH ONE
LAYER OF 6" x 6* 6/6 GAUGE WIRE
MESH FABRIC SET 1-1/27 ABOVE THE
BOTTOM OF THE CONCRETE POUR.

(MAX 2.0% SLOPE OR 1/4° PER FOOT

SAWCUT EXISTING CURB OR
COMPLETELY REMOVE EXISTING CURB
AND INSTALL NEW CURBING
ACCORDING TO CITY SPECIFICATIONS.
MUST MAINTAIN 1 CURB REVEAL.

Drive, way
1° REVEAL

Existing Sidewalk Existing Street

—==

4‘ MIN

LAYER OF CRUSHER RUN LIMESTONE
WHICH MEETS N.Y.S.D.O.T. SPEC. ITEM
# 304.01. MUST BE THOROUGHLY
COMPACTED.

CROSS SECTION

MEDIAN

DRIVEWAY SEE CITY SIDEWALK SPECIFICATIONS FOR
REPLACEMENT OF SIDEWALK BLOCKS THE
FULL WIDTH OF DRIVEWAY. REPLACEMENT
SHALL BE REQUIRED AS DIRECTED BY THE
CITY ENGINEER.
SIDEVALK V4

CONCRETE OR

. ASPHALTAPRON-+ [ —VARIES

GRASS MEDIAN

EDGE OF PAVEMENT

VARIES:

PLAN VIEW

NEW DRIVEWAY TO BE:

ASPHALT WITH 6" MIN. STONE BASE, 3"
TYPE 3 BINDER, 1" TYPE 7 TOP.

OR

6” THICK CONCRETE RAMP WITH ONE
LAYER OF 6" x 6" 6/6 GAUGE WIRE
MESH FABRIC SET 1-1/2" ABOVE THE
BOTTOM OF THE CONCRETE POUR AND
4" MIN, STONE BASE.

CONCRETE SIDEWALK (MAX 2.0%
SLOPE OR 1/4“ PER FOOT>

bl<m_‘5k

. L St e S R OO
4 MIN ~7

LAYER OF CRUSHER RUN LIMESTONE
WHICH MEETS N.Y.S.D.O.T. SPEC. ITEM
# 304,01, MUST BE THOROUGHLY
COMPACTED.

Existing Street

/
Ix//J._

CROSS SECTION

DRIVEWAY ALONG STREET WITH NO CURB AND GRASS MEDIAN

GENERAL NOTES:

1). APPLY FOR A CURB CUT PERMIT ($75 FEE) AT THE CITY OF WATERTOWN
ENGINEERING DEPARTMENT PRIOR TO THE START OF CONSTRUCTION.

2). APPLY FOR A SIDEWALK PERMIT (NO FEE) AT THE CITY OF WATERTOWN
ENGINEERING DEPARTMENT PRIOR TO DISTURBING EXISTING SIDEWALKS.

3). PERMITTEE SHALL PROVIDE VALID PROOF OF INSURANCE OF CONTRACTOR
PERFORMING WORK PRIOR TO ISSUANCE OF PERMIT.
— LIABILITY INSURANCE — ACCORD 25
— WORKERS’ COMPENSATION INSURANCE — NYS CERTIFICATE OF WORKERS'
COMPENSATION INSURANCE OR C—105.2
— WORKER’'S COMPENSATION EXEMPTION — CE—200

4). PERMITTEE IS REQUIRED TO CONTACT DIG SAFELY NEW YORK AT
(1-800—962-7962) OR ONLINE AT WWW.DIGSAFELYNEWYORK.COM TO
REQUEST UTILITY MARKOUT PRIOR TO ANY EXCAVATION WORK.
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C/TY OF WATERTOWN
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MUNICIPAL BUILDING, ROOM 305
245 WASHINGTON STREET
WATERTOWN, NEW YORK 13601

PHONE: 315—-785-7740
FAX: 315-785-7829
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